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PAODUCT NAME: _P-138/140 Paraffin Wax COMPOSITION: Hydrocarhon

CHEMICAL NAME: _Petroleum Wax CAS NUMBER: 8002-74-2

MATERIAL OR COMPONENTS IN

HAZARDOUS CONCENTRATIONS: __NIL. % ---

EXPOSURE LIMIT FOR TOTAL PRODUCT BASIS
5 mg/m? FOR OIL MIST OR OSHA REGULATION 29 CFR 1910.1000. RECOMMEND-
2 mg/m® FOR WAX FUMES ED BY ACGIH.

BOILING POINT (Deg. F:__ 18P 657 VAPOR PRESSURE (mm Hgj: <0-1

MELTING POINT (Deg. F).__138 VAPOR DENSITY (Air=1)__NA

SPECIFIC GRAVITY (H0=1)_ 0+88 EVAPORATION RATE (N-BUTYL ACETATE =1y <001
MOLECULAR welgHT: ___ NDA SOLUBILTY IN WATER: _ Negligivle

pH;__ Essentially Neutral APPEARANCE AND oDOR:___White - Odorless

0
FLASH POINT AND METHOD: 425 F  COC

AUTO IGNITION TEMPERATURE: NDA

FLAMMABLE LIMITS/% VOLUME IN AIR: LOweR___NDA
upper DA

EXTINGUISHING MEDIA

USE WATER FOG, FOAM, DRY CHEMICAL OR CO, DO NOT USE A DIRECT STREAM OF WATER. PRODUCT WILL FLOAT
AND CAN BE REIGNITED ON SURFACE OF WATER.

SPECIAL FIRE FIGHTING PROCEDURES AND PRECAUTIONS

MATERIAL WILL NOT BURN UNLESS PREHEATED. DO NOT ENTER CONFINED FIRE SPACE WITHOUT FULL BUNKER GEAR
(HELMET WITH FACE SHIELD, BUNKER COATS, GLOVES AND RUBBER BOOTS), INCLUDING A POSITIVE PRESSURE NIOSH
APPROVED SELF-CONTAINED BREATHING APPARATUS. COOL FIRE EXPOSED CONTAINERS WITH WATER. /

/

NA=NOT APPLICABLE NDA=NQO DATA AVAILABLE <=LESS THAN > =MORE THAN /
N
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V EMEHGENGY ANE HIHST AID BHOEEBURES .

IF HOT PRODUCT IS SPLASHED INTO EYES, FLUSH IMMEDIATELY WITH CLEAR WATER AND CONTACT PHYSICH
IMMEDIATELY.

SKIN CONTACT

IF BURNED BY HOT PRODUCT, OBTAIN MEDICAL ATTENTION IMMEDIATELY. IN CASE OF SKIN CONTACT WITH PRODU(
UNDER OTHER CONDITIONS, WASH THROUGHLY WITH SOAP AND WATER. HEMOVAL OF PRODUCT FROM SKIN MAY {
AIDED BY USE OF WATERLESS HANDCLEANER.

INHALATION

F OVERCOME BY FUMES, IMMEDIATELY REMOVE FROM EXPOSURE AND CALL A PHYSICIAN. iIF BREATHING IS IRREGUU
OR HAS STOPPED, START RESUSCITATION, ADMINISTER OXYGEN, IF AVAILABLE.

INGESTION
PRODUCT IS NOT EXPECTED TO BE ACUTELY TOXIC BY INGESTION

VI HEALTH | INEGHMATIEN"

THE HEALTH EFFECTS NOTED> BELOW AHE CONSISTENT Wﬂ'H REQU!REMENTS UNDER THE OSHA HAZARD COMMUNIC
TION STANDARD (29 CFR 1910.1200).

EYE CONTACT

MOLTEN WAX FUMES MAY BE SLIGHTLY IRRITATING TO EYES.

SKIN CONTACT

MOLTEN WAX WILL CAUSE BURNS ON CONTACT WITH SKIN.

INHALATION

MOLTEN WAX FUMES MAY CAUSE MILD (UPPER) RESPIRATORY IRRITATION.

INGESTION
NO SPECIFIC INFORMATION IDENTIFIED.

SIGNS AND SYMPTONS
IRRITATION AS NOTED ABOVE.

STABILITY: STABLE vHAZAHDOUS POLYMERIZATION: WILL NOT OGCL

CONDITIONS AND MATERIALS TO AVOID:
NONE IDENTIFIED

HAZARDQUS DECOMPOSITION PRODUCTS

THERMAL DECOMPOSITION PRODUCTS ARE HIGHLY DEPENDANT ON THE COMBUSTION CONDITIONS. A COMPLEX M
TURE OF AIRBORNE SOLID, LIQUID PARTICULATES AND GASES WILL EVOLVE WHEN THIS MATERIAL UNDERGOES PYROLYS
OR COMBUSTION, CARBON MONOXIDE AND UNIDENTIFIED ORGANIC COMPOUNDS MAY BE FORMED UPON COMBUSTIC

Vil ENVIRORMENTAL FHOTEGHION

SPILL OR LEAK PROCEDURES
MAY BURN ALTHOUGH NOT READILY IGNITABLE. USE CAUTIOUS JUDGMENT WHEN CLEANING UP LARGE MOLTEN SPILL
***LARGE MOLTEN SPILLS"** WEAR RESPIRATOR AND PROTECTIVE CLOTHING AS APPROPRIATE. SHUT OFF SOUR(
OF LEAK IF SAFE TO DO SO. DIKE AND CONTAIN. ALLOW WAX TO COOL AND REMOVE AS A SOLID. ***SMALL MOLTI
SPILLS"* ALLOW WAX TO COOL AND REMOVE AS A SOLID.

WASTE DISPOSAL .

PLACE IN AN APPROPRIATE DISPOSAL FACILITY IN COMPLIANCE WITH LOCAL HEGULATIONS

5( EM?LBVEE FHBfE&ﬂBN

VENTILATION

USE LOCAL EXHAUST TO CAPTURE VAPOR, MISTS OR FUMES, IF NECESSARY. PROVIDE GREATER THAN 60 FEET Pt
MINUTE HOOD FACE VELOCITY FOR CONFINED SPACES. PROVIDE VENTILATION SUFFIGIENT TO PREVENT EXCEEDIM
RECOMMENDED EXPOSURE LIMIT OR BUILDUP OF EXPLOSIVE CONCENTRATIONS OF VAPOR IN AIR.

RESPIRATORY PROTECTION

NORMALLY NOT NEEDED AT AMBIENT TEMPERATURES

PROTECTIVE GLOVES

PROTECT AGAINST HOT LIQUID. USE CHEMICAL-RESISTANT GLOVES TO AVOID SKIN CONTACT.
EYE PROTECTION

USE SPLASH GOGGLES OR FACE SHIELD WHEN EYE CONTACT MAY OCCUR.




[image: image3.png]Meets US FDA purity requirements set forth in 21 CFR 178.3710 for use

in non-food articles in contact with food, and in 21 CFR 172.886 for

use in food.

Gene Unmuth
VICE PRESIDENT

DATE ISSUED: 12/10/85 APPROVED BY: /Q‘Y M

THE INFORMATION AND RECOMMENDATIONS CONTAINED HEREIN ARE TO THE BEST OF OUR KNOWLEDGE AND BELIEF,
ACCURATE AND RELIABLE AS OF THE DATE ISSUED. WE DO NOT WARRANT OR GUARANTEE THEIR ACCURACY OR
RELIABILITY, AND SHALL NOT BE LIABLE FOR ANY LOSS OR DAMAGE ARISING OUT OF THE USE THEREOF.

THE INFORMATION AND RECOMMENDATIONS ARE OFFERED FOR THE USER'S CONSIDERATION AND EXAMINATION, AND
YIS THE USER'S RESPONSIBILITY TO SATISFY [TSELF THAT THEY ARE SUITABLE AND COMPLETE FOR TS PARTICULAR USE.




